Segway™ Human Transporter (HT)
> Off-Board Charger Instructions

These instructions describe the proper use of the Segway HT Off-Board Charger. Befare using
the Segway HT Off-Board Charger please read these instructions.

( Kit Number: 173610001 Specifications \
-input voltage:  100v-240v AC
- current: 14A
- frequency: 50 Hz-60 Hz

/\ WARNING

The Segway HT Off-Board Charger is designed solely for charging Segway HT battery packs. It should
not be used to charge any other batteries or for any other purpose.

Improper use of the Segway HT Off-Board Charger and improper removal, handling and installation of
Segway HT battery packs involves risk of injury from electric current and the toxic substances
contained in the battery packs.

Inspect the Segway HT Off-Board Charger, Segway HT battery packs and power cord before each use.
Do not use if damaged.

Do not modify the Segway HT Off-Board Charger, Segway HT battery packs or power cord.

To charge Segway HT battery packs using the Segway HT Off-Board Charger, you must first remove the
battery packs from the Segway HT in accordance with instructions provided by Segway LLC. If you do
not have those instructions, contact Segway Customer Operations at 866.4SEGWAY (866.473.4929).

Do not insert anything into the connector leads or battery pack terminals.

When plugging or unplugging the power cord, hold by the rubber portion of the plug. Do not touch the
metal prongs.

Store and use the Off-Board Charger indoors and keep it dry.




> To Charge Segway HT Battery Packs with the Off-Board Charger

1. Make sure the ambient temperature is between 0°C (32°F) and 40°C [104"F)
2. Make sure the Off-Board Charger is not plugged in and that the on/off switch is in the off (0] position.

3. Plug the battery pack connector leads from the Off-Board Charger into the terminals of the two battery packs. (The
connector leads are keyed to fit only one way.)

. Plug the Off-Board Charger's power cord into the charger and into a grounded AC outlet (100v to 240v; 50Hz to 60Hz).
. Move the on/off switch to the on position (-].

. Check to make sure that the Charging Indicator lights pulse green.
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. Charge new battery packs for twelve [12) hours. To fully charge previously charged battery packs, charge until the Charging
Process [described below] is complete. This should take no longer than eight hours.

8. When charging is complete, switch the power switch to the off position and unplug the Off-Board Charger before
disconnecting the connector leads from the battery packs.

Charging Indicators

The Off-Board Charger has two Charging Indicator light emitting diode (LED] lights located on the top of the charger. These
Charging Indicators show whether the battery packs are charging and at what rate.

Each Charging Indicator corresponds to one connector lead, left LED to left lead and right LED to right lead. The Charging
Indicators provide independent information regarding the charging state of each battery pack. Any time the LED green light is
on, the battery pack connected to that lead is receiving a pulse of current. Slow pulse rates indicate slow charging rates, faster
pulse rates denote faster charging, and solid green indicates the maximum charge rate.

Charging Process

There are four stages in the charging process:

1. Immediately after the Charger is connected to both the battery packs and the AC power, and the switch is moved to the on
position, the battery packs perform a test to determine if it is appropriate to charge at the maximum charge rate. While this
test is occurring, the Charging Indicators pulse green every few seconds, indicating the battery packs are charging at a slow
“trickle” rate.

2. After about two minutes (longer if the battery packs are very warm, cold, or completely discharged), the battery packs will
begin charging at the fast rate, and the Charging Indicators glow solid green.

3. The battery packs’ electronics will monitor the battery pack voltage and temperature to determine when it is full. At that
time, the Charging Indicators will then begin pulsing green at a rapid rate. This rapid pulsing rate will continue for
approximately three hours while the cell balancing process is completed. This process ensures both battery packs are
charged evenly.

4. At the end of the cell balancing process, the green pulse rate will become slow again and will continue at the slow rate until
the Charger is unplugged or switched off.
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Charging Indicator Battery State
Initial Slow Pulse initial test to assess battery pack status
and amount of charging needed
Solid LED "fast" charge; when the majority of the
charging takes place
Fast Pulse cell balancing process, during which the
cells are topped off equally
Slow Pulse trickle charge to keep battery packs
fully charged
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